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ACM

AMERICAN CONSTRUCTION METALS Aluminum Fascia Specifications

MATERIALS
A. All ACM aluminum fascia shall be made of a 3105 / 3025 - type aluminum coil sheet H26, or equivalent, as

D.

referenced in Aluminum Standards and Data, Table 7.1. The metal shall be treated on both sides with a non-chromate
chemical conversion coating to ensure proper paint adhesion and resistance to corrosion. Aluminum fascia products
shall be coated on the front side with ACM’s baked on, high performance, Polykote® 3000 paint system that is
specifically formulated for residential exterior applications. The backside of all aluminum fascia products shall be
coated with a full coat of Polyester backer finish unless specified otherwise. The nominal film thickness of Smooth
coatings shall be a 0.70 mil on the front side and 0.20 mil on the backside.

Physical Properties of Coated Surface:
a. Coated film hardness achieves F-2H pencil as tested per ASTM D3363
b. Solvent Resistance: 50 ~ 100+ MEK rubs as tested per ASTM D4752
c. Flexibility: Nominal 2-T180 NTO (subject to method of forming & metal thickness) as measured by
ASTM D4145-83
d. Reverse Impact: 1.5X metal thickness NTO ASTM D2794

Accelerated Weathering:
a. 5% Salt Spray (1000 hours) no creep over 1/32" from scribe ASTM B 117
b. 100% Humidity: No significant visual change after 1,000 HR per ASTM D 2247-87
c. QUV testas achieved by ASTM D4587 no visible loss of film integrity and no chalking greater than #8 after
500 HR, as measured by ASTM D 4214-89

ACM aluminum fascia products (available in smooth, wood grain, and ribbed) shall be of the widths, lengths, and
thickness listed below*:

Thickness Width Length
a. .019 4", 6", 8" 12'
b. .024 4" 6", 8", 10" 12

c. Florida contractors can find further information on Florida Approval FL12019-R7

ACM aluminum fascia products are available in a wide variety of colors to match ACM/Norandex metal products, as
well as most major manufacturers’. Please refer to color literature for color availability.

APPLICATIONS
ACM aluminum fascia products are designed for residential and light commercial applications. Aluminum fascia shall be
attached per contractor’s direction.

CONSIDERATIONS

Corrosion is likely to happen with direct contact of aluminum product(s) to certain dissimilar materials or water run-off from
same such materials. Care should be taken to avoid contact of aluminum with any corrosive materials during the installation
process, including, but not limited to: concrete, stucco, pretreated lumber, corrosive chemicals, fiber cement products, masonry
cement, roofing made with metallic granules of dissimilar metals (copper, zinc, steel, etc.), salt, and dissimilar metals.

*Some products and colors may be limited to a specific geographic distribution area.

ACM - Beloit ACM — Shawnee ACM - Apollo Beach ACM — Houston ACM - Lodi

1600 Park Avenue 4124 Powell Drive 6938 N. Hwy 41 11615 Brittmoore Park Dr. 1307 E. Pine Street
Beloit, W1 53511 Shawnee, KS 66226 Apollo Beach, FL 33572 Houston, TX 77041 Lodi, CA 95240
Ph: 877.279.5096 Ph: 877.279.5096 Ph: 800.749.4067 Ph: 800.357.7523 Ph: 877.213.5962

Fax: 608.365.0493 Fax: 608.365.0493 Fax: 608.364.0598 Fax: 713.466.5404 Fax: 608.362.0599












Option Connecting Multiple Barrels

Multiple FreeGarden™ RAIN barrels can be connected to collect additional water from the same downspout. On each additional
barrel tap out BOTH plastic discs in the overflow spouts as in Step 4 above, then connect and clamp the end of the first barrel’s
overflow hose to one of the spouts of the additional barrel. Clamp and connect another overflow hose to the other spout of the
additional barrel and direct the open end to wherever your downspout originally drained (usually a splash pad or sewer drain).

Usage

Congratulations! You can use your collected rainwater for many purposes, such as:

Watering lawns

Watering gardens

Washing cars

Cleaning outdoor furniture

Washing garden tools and containers

Watering indoor and outdoor potted plants

Note: NEVER DRINK OR INGEST STANDING WATER. Do not allow ingestion by pets and animals, and do not cook or wash
anything in collected rainwater in any way that may result in ingestion. Ingestion may cause serious iliness or death. See below

for further important warnings.

Maintenance
SUMMER

Clean the screen once a month to prevent clogging. Check for erosion under/around rain barrel; platform/support must remain

level and stable at all times.
WINTER

Drain barrel and store in shed or garage. If left outside with freezing water inside, the barrel may crack.

A\ WaRNINGS

Drowning Hazard

Never permit children to play on, in, or
near a rain barrel. Always affix the lid
securely to avoid drowning. Never use a
rain barrel without the lid securely affixed,
or with a damged, cracked, warped

or broken cover. Never place a rain

barrel near a deck, stairs, chair, or other
structures or items that may allow a child
to climb above, on, or in the rain barrel.

Water Contamination Hazard

Do not use collected water for drinking,
cooking, washing or in any way that may
result in ingestion of the water by humans
and/or animals. Water in rain barrels may
become stagnant and/or contaminated.
Ingesting rain barrel water may cause
serious illness or death. Use only for
watering plants and cleaning of outdoor
items not related to eating or drinking.

Tipping Hazard

A misinstalled rain barrel may tip over
causing bodily injury or property damage.
Never place rain barrels on non-level or
uneven surfaces. Always use a solid,
stable platform under the rain barrel.
Water is very heavy. The preparation and
placement of the installation are critical;
the platform must be level and provide
robust support for a filled rain barrel.

Electrical Hazard

If the downspout contains heating cables,
there is a potential electrocution or fire
hazard during installation. Ensure power
is disconnected at the electrical panel
before manipulating heated downspouts.
Consult a qualified electrician for
modifications to heated downspouts.

Installation Hazards

Rain barrels are for water collection

and outdoor use only. No other uses

are recommended. Downspout edges
may be sharp. Wear protective gloves
when cutting and handling downspouts.
Always wear safety glasses when cutting
or drilling to prevent eye injuries. Protect
siding from damage by inserting a sheet
of plywood between the downspout and
siding. Read all instructions and warnings
thoroughly before installing this product.

Enviro Wo&rld

RESPONSIBLE PRODUCTS & SOLUTIONS

Warning and Limitations

Improper installation and maintenance
may result in property damage, bodily
injury and/or death. Enviro World
Corporation is not responsible for

any damages or injuries casued by or
resulting from improper installation and/or
continued maintenance. Retain this sheet
for future reference.
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